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FEBRUARY 2007 FIGURE NO. 1

LOCUS PLAN

JAMESTOWN, RHODE ISLAND

FROM USGS WICKFORD & PRUDENCE ISLAND, RI QUADRANGLE MAPS

Former Jamestown Landfill

JUNE 2006 REPORTF
IL

E
N

O
.

3
2
2
2
0
.1

6
2
0
0
6

G
Z

A
G

E
O

E
N

V
IR

O
N

M
E

N
T

A
L

,
IN

C
.

(C
O

R
E

L
F

IL
E

:
G

:\
JO

B
S

\E
N

V
\3

2
2
2
0
-1

6
.a

lg
\D

E
C

2
0
0
6

re
p
o
rt

\L
O

C
U

S
.C

D
R

)
C

(DIGITAL TOPOGRAPHIC MAPS PROVIDED BY EARTHVISIONS, INC.)
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APPENDIX A 
 

LIMITATIONS 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 
 GEOHYDROLOGICAL LIMITATIONS 
 
 
1. The conclusions and recommendations submitted in this report are based in part upon the data obtained from 

a limited number of soil samples from widely spaced subsurface explorations.  The nature and extent of 
variations between these explorations may not become evident until further investigation.  If variations or 
other latent conditions then appear evident, it will be necessary to reevaluate the recommendations of this 
report. 

 
2. The generalized soil profile described in the text is intended to convey trends in subsurface conditions.  The 

boundaries between strata are approximate and idealized and have been developed by interpretations of 
widely spaced explorations and samples; actual soil transitions are probably more gradual.  For specific 
information, refer to the boring logs. 

 
3. Water level readings have been made in the test pits, borings and/or observation wells at times and under 

conditions stated on the exploration logs.  These data have been reviewed and interpretations have been 
made in the text of this report.  However, it must be noted that fluctuations in the level of the groundwater 
may occur due to variations in rainfall and other factors different from those prevailing at the time 
measurements were made. 

 
4. The conclusions and recommendations contained in this report are based in part upon various types of 

chemical data and are contingent upon their validity.  These data have been reviewed and interpretations 
made in the report.  As indicated within the report, some of these data are preliminary "screening" level data, 
and should be confirmed with quantitative analyses if more specific information is necessary.  Moreover, it 
should be noted that variations in the types and concentrations of contaminants and variations in their flow 
paths may occur due to seasonal water table fluctuations, past disposal practices, the passage of time, and 
other factors.  Should additional chemical data become available in the future, these data should be reviewed 
by GZA, and the conclusions and recommendations presented therein modified accordingly. 

 
5. Chemical analyses have been performed for specific parameters during the course of this study, as detailed 

in the text.  It must be noted that additional constituents not searched for during the current study may be 
present in soil and groundwater at the site. 

 
6. It is recommended that this firm be retained to provide further engineering services during design, 

implementation, and/or construction of any remedial measures, if necessary.  This is to observe compliance 
with the concepts and recommendations contained herein and to allow design changes in the event that 
subsurface conditions differ from those anticipated. 
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APPENDIX B 
 

LABORATORY DATA SHEETS 
 
 
 
















